
 

Instructions 

FX Wildcat Hinged Single Shot Loader 

Thank you for purchasing this item, I hope it meets your expectations. 

The loader comes with 4 arms. The ones marked T are for target use and the pellet hole is larger 

than the field (F) arms. The target arms are designed to distort the pellet as little as possible during 

loading but may allow the pellet to fall through. The field ones will hold the pellet. All pellets are 

different, if you find the hole too small roll a small piece of fine sandpaper up and run it through a 

few times. Take care not to over-do it, the tolerances are very small. 

To install the loader: remove the cheek piece from the Wildcat using a hex key. Replace with the 

loader and replace the hex nuts. Tighten only enough to hold firmly in place. Do not over tighten. 

To remove the arm: Care must be taken when changing the loading arms. I recommend the cheek 

piece is removed from the gun before changing arms. The check piece is threaded and the plastic 

thread can be stripped if care is not taken. To remove hold the hex bolt in place with a hex key and 

rotate the locknut. DO NOT ROTATE THE HEX BOLT. Once the nut is removed the bolt can be 

carefully unscrewed. 

To replace the arm: Position the correct arm on the bolt and add the washer. Carefully screw into 

the cheek piece until in the correct position, i.e. the arm is flush but loose enough to swing out. Now 

hold the hex nut in place with a hex key and replace the lock nut by only turning the hex nut. Tighten 

until against the cheek piece but only tight enough to hold the bolt in position. Over tightening will 

pull the bolt through and strip the threads. 

 


